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Necessary for daily computing.
A visible notebook, the chic and elegant outfit is your best mate. Moreover, the Intel new generation

platform allows everyone to handle their essential needs as well as anything else out there. 

All you have to do is to own it!



Processor

• Intel® Core™ i7-3612QM processor (22nm, 2.10GHz, DDR3-1600MHz, 6MB L3 cache, TDP: 35W)
• Intel® Core™ i7-3520M processor (22nm, 2.90GHz, DDR3-1600MHz, 4MB L3 cache, TDP: 35W)
• Intel® Core™ i5-3360M processor (22nm, 2.8GHz, DDR3-1600MHz, 3MB L3 cache, TDP: 35W)
• Intel® Core™ i5-3320M processor (22nm, 2.60GHz, DDR3-1600MHz, 3MB L3 cache, TDP: 35W)
• Intel® Core™ i5-3210M processor (22nm, 2.50GHz, DDR3-1600MHz, 3MB L3 cache, TDP: 35W)
• Intel® Core™ i3-3110M processor (22nm, 2.40GHz, DDR3-1600MHz, 3MB L3 cache, TDP: 35W)
• Intel® Core™ i7-2620M processor (32nm, 2.70GHz, DDR3-1333MHz, 4MB L3 cache, TDP: 35W)
• Intel® Core™ i5-2540M processor (32nm, 2.60GHz, DDR3-1333MHz, 3MB L3 cache, TDP: 35W)
• Intel® Core™ i5-2520M processor (32nm, 2.50GHz, DDR3-1333MHz, 3MB L3 cache, TDP: 35W)
• Intel® Core™ i5-2450M processor (32nm, 2.50GHz, DDR3-1333MHz, 3MB L3 cache, TDP: 35W)
• Intel® Core™ i5-2430M processor (32nm, 2.40GHz, DDR3-1333MHz, 3MB L3 cache, TDP: 35W)
• Intel® Core™ i5-2410M processor (32nm, 2.30GHz, DDR3-1333MHz, 3MB L3 cache, TDP: 35W)
• Intel® Core™ i3-2370M processor (32nm, 2.40GHz, DDR3-1333MHz, 3MB L3 cache, TDP: 35W)
• Intel® Core™ i3-2350M processor (32nm, 2.30GHz, DDR3-1333MHz, 3MB L3 cache, TDP: 35W)
• Intel® Core™ i3-2330M processor (32nm, 2.20GHz, DDR3-1333MHz, 3MB L3 cache, TDP: 35W)
• Intel® Core™ i3-2310M processor (32nm, 2.10GHz, DDR3-1333MHz, 3MB L3 cache, TDP: 35W)
• Intel® Pentium® 2020M processor (22nm, 2.40GHz, DDR3-1600MHz, 2MB L3 cache, TDP: 35W)
• Intel® Pentium® B980 processor (32nm, 2.40GHz, DDR3-1333MHz, 2MB L3 cache, TDP:35W)
• Intel® Pentium® B970 processor (32nm, 2.30GHz, DDR3-1333MHz, 2MB L3 cache, TDP:35W)
• Intel® Pentium® B960 processor (32nm, 2.20GHz, DDR3-1333MHz, 2MB L3 cache, TDP:35W)
• Intel® Pentium® B950 processor (32nm, 2.10GHz, DDR3-1333MHz, 2MB L3 cache, TDP:35W)
• Intel® Pentium® B940 processor (32nm, 2.00GHz, DDR3-1333MHz, 2MB L3 cache, TDP:35W)
• Intel® Celeron® B840 processor (32nm, 1.90GHz, DDR3-1333MHz, 2MB L3 cache, TDP:35W)
• Intel® Celeron® B815 processor (32nm, 1.60GHz, DDR3-1333MHz, 2MB L3 cache, TDP:35W)
• Intel® Celeron® B810 processor (32nm, 1.60GHz, DDR3-1333MHz, 2MB L3 cache, TDP:35W)
• Intel® Celeron® B800 processor (32nm, 1.50GHz, DDR3-1333MHz, 2MB L3 cache, TDP:35W)
• Intel® Celeron® B720 processor (32nm, 1.70GHz, DDR3-1333MHz, 1.5MB L3 cache, TDP:35W)
• Intel® Celeron® B710 processor (32nm, 1.60GHz, DDR3-1333MHz, 1.5MB L3 cache, TDP:35W)

Core Logic • Mobile Intel® HM76 Express Chipset

Display • 15.6” (39.62cm) HD (1366x768) 16:9 panel

Memory
• Dual channel DDR3
• Two 204 pins SODIMM sockets, support DDR3 1333/1600MHz (Real operation frequency depends on processor)
• Expandable memory up to 16GB, depends on 1GB/ 2GB/4GB/8GB SODIMM module

Video Controller

• Intel® HD Graphics 4000  (GPU type Depends on Processor)
- Dynamic frequency
- Intel Dynamic Video Memory Technology up to 1.7GB
- Microsoft DirectX® 11 compatible 

• Intel® HD Graphics 3000 (GPU type Depends on Processor)
- Dynamic frequency
- Intel Dynamic Video Memory Technology up to 1.7GB
- Microsoft DirectX® 10 compatible

• Intel® HD Graphics  (GPU type Depends on Processor)
- Dynamic frequency
- Intel Dynamic Video Memory Technology up to 1.7GB
- Microsoft DirectX® 10 compatible 

Storage • (Factory Option) One changeable 12.7mm(H) Super Multi / Blu-ray Combo ODD, SATA interface
• One changeable 2.5" 9.5mm(H) HDD, SATA interface H

Audio
• High Definition Audio
• Built in microphone
• Built in two speakers

Keyboard and 
Pointing Device

• Multi languages full size isolated keyboard with numeric pad
• Built in touch pad with multi-gesture and scrolling function

I/O ports

• 1 x USB 2.0 port 
• 2 x USB 3.0 ports 
• 1 x external VGA port 
• 1 x HDMI™ output port (with HDCP)
• 1 x Headphone jack 
• 1 x Microphone jack 
• 1 x RJ-45 LAN port
• 1 x DC-in jack

Card Reader
• 9-in-1 Card reader
- MMC / RSMMC
- SD / mini SD / SDHC / SDXC
- MS / MS Pro / MS Duo

Slot
• Two Mini Card slots
- 1st for WLAN Combo Half size Mini Card with PCIe and USB interface
- (Factory Option) 2nd for 3.75G Full size Mini Card with USB interface

Communication

• Built in 10/100/1000Mb Base-TX Ethernet LAN
• (Factory Option) Intel® Centrino® Wireless-N 2230 (Jackson Peak 1) 2x2 BGN + Bluetooth
• (Factory Option) Intel® Centrino® Wireless-N 135 (Canyon Peak) 1x1 BGN + Bluetooth
• (Factory Option) Wireless LAN 802.11 B/G/N Half Mini Card module
• (Factory Option) Wireless LAN 802.11 B/G/N + Bluetooth v3.0+HS Combo Half Mini Card module
• (Factory Option) 2.0M HD video camera

Power Supply

• Full Range AC adapter, AC in 100~240V 50~60Hz, DC output 19V 3.42A or 18.5V 3.5A, 65W
• Removable 6 cells Smart Lithium-Ion battery pack, 48.84WH
• (Factory Option) Removable 6 cells Smart Lithium-Ion battery pack, 62.16WH
• Battery life: 300 minutes (with 48.84WH battery) 
• Battery life: 400 minutes (with 62.16WH battery) 

Security • Kensington® Lock

Other design
• IMR
• Intel® Anti-Theft Technology
• Intel® Smart Connect Technology

O.S. Support • Windows® 7 (SP1)
• Windows® 8

Certificate • Windows® 7 (64-bit) Logo
• Windows® 8 (64-bit) Logo

Dimension • 374 (W) x250 (D) x14.3~34.1(H)mm

Weight • 2.3kg, included ODD and 48.84WH Battery

W25AEU Specification

Remark:
Battery life may vary depending on applications and configuration.
The content is subject to change without notices. Other brand and product names are trademarks and/or register trademarks of their respective companies.

2012/11 Version


